P.L.L.

No good

putput ap‘pears‘.f"j ‘

Check the terminal
No. 4 of IC-202 for
voltage.

Y

6.4V

' No sound mPA (Pubﬁc Address) mode

P.L.L. lock disengaged.

Is 10.240 MHz

\

Readjust and replabe the following:
1C-201, X1,
C201, C202, C203

No good

oscillation normal?

Are signals of

Check and replace the following:
Q201, Q202,
T202

Other peripheral capacitor

and resistor

Does sound come

out of the speaker during No

reception?

No good

202| normal?

Is 36.960 MHz

Y

Readjust T203, and check and
replace the following:

Q206, X2,

T203,

C220,C221,C222

oscillation normal?

Is V.C.O.

/
Check and replace IC-201.

No good

oscillation normal?

Are signals of

No good
Y
Check and replace the following:
Q204, Q20s,
L201,

C214,C215,C216,C218
Other peripheral capacitor and
resistor

209] normal?

Are signals of

Y

Disconnect the microphone and insert in
turn a testing microphone plug thereto
make a test. Or use another microphone
for the purpose.

Readjust T201, check and replace
the following:
Q203, D202,
T201,
C208,C211,C213,C227

No good

203| normal?

OK

Readjust T201 and check and
replace the following:
1C-202,
C212,
R203, R204, R205

Y

Check and replace the following:
1C-203,
SW4-A,
R225 (A~E)
Other peripheral capacitor and
resistor
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Yes

\/

CHANNEL INDICATOR

See para. “AF Defective
at Receiver”.

Channel disglay defective’

Yy

Check how the condition is.

l

What is

Y

the type of
trouble?

Is the operationnyal?

No

Y

Replace the P.A. speaker by another, then
conduct the test.

Yes

Y

Only P.A. gets in trouble.

Y

A part of the channels or a part of
the figures are in trouble.

MI of the channels are in trouble.

Check and replace the following:
SW2-A,
IC-501

Is the
display of

Microphone defective

Check and replace the following:
Q502, Q503,

SW4-B,

C502, C503 and

peripheral capacitor and

resistor

Is the operation normal?

No

v

Check the microphone socket for
disconnection or poor contact.
SW6-C, B,
SW2-B,
L103,
R102
P.A. speaker jack (J601-B)

v

the channel “9”
defective?

Are
some of

Check and replace the following:
LED501, LED502,

SW4-B,

Q501, D501,

R501 (A ~E), R502 (A~E),
R505,R511

And check the connector between
the main PWB and LED PWB for
poor soldering.

Yes

the channels
‘Ll” to “9”Vin
trouble?

Which
of the channels

 /

}

Check and replace the following:
LEDS502,
SW4-B (a~g),
R501 (B, 0),
R502 (A,B,D,E),
R513,
Connector (a~ g) between
the main PWB and LED PWB

“10” to “40)’ is
in trouble?

L

P.A. speaker defective.

The channel “10” and/or
“40” is in trouble.

The channel “30” is in trouble.

The channel “20” is in trouble.

v

\ 4

Y

Check and replace the following:
LED501,

SW4-B

And peripheral diode and resistor

Check and replace the following:
LEDS501,

Q504, D505,

SW4-B (10, 20)

And peripheral diode and resistor

Check and replace the following:
LED501,

Q504, D502,

SW4-B (20)

And peripheral diode and resistor
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